
WENTOREX MAGNET-HP
Mágneses iszapleválasztó sze�
hősziva�yús rendszerekhez

használa� útmutató



Maximális üzemi nyomás: 12 bar

Maximális üzemi hőmérséklet: 120 °C

Alkalmazási terület: Közpon� fűtési rendszerek visszatérő ágába történő telepítéshez

Elzáró szelep

Maximális üzeminyomás: 12 bar

Maximális üzemi hőmérséklet: 120 °C

Kérjük, őrizze meg a jövőbeni hivatkozás céljából

Gratulálunk mágneses szűrő vásárlásához! Arra törekszünk, hogy a készülék a legjobb
teljesítményt nyújtsa Önnek, ezért ez a kézikönyv tartalmazza a biztonsági, kezelési és
karbantartási információkat. Kérjük, őrizze meg ezt a kézikönyvet, hogy a jövőben bármikor
szükség esetén hivatkozhasson rá. A mágneses szűrőre 24 hónapos garancia vonatkozik, így
amennyiben a készülék a garanciaidő ala� meghibásodik, kérjük, első körben forduljon ahhoz
a kiskereskedőhöz, ahol a terméket megvásárolta.

Garanciaidő: 24 hónap (2 év)

A jótállás a vásárlás dátumától számíto� 2 évig érvényes, rendeltetésszerű használat és
előírásszerű karbantartás esetén.

Garancia nem érvényes

� nem rendeltetésszerű használat vagy szakszerűtlen kezelés esetén
� szakszerűtlen beépítés, karbantartás vagy a gyártó által nem engedélyeze�

módosítások esetén
� mechanikai sérülésből vagy külső behatásokból eredő meghibásodás esetén

Figyelmeztetés: A beépítést kizárólag szakképzett szerelő végezhe�! A nem megfelelő
telepítési személy sérülést vagy rendszerkárosodást okozhat.
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FIGYELEM: Kérjük, vegye figyelembe a dokumentumban található biztonsági utasításokat. A
szűrő erősmágneseket tartalmaz. A telepítés és karbantartás soránmindig legyen körültekintő
és óvatos. Ne helyezze a mágneses magot vas tartalmú felületekre vagy azok közvetlen
közelébe.

Vegyszeradagolás:

1. 1. Kapcsolja ki a kazánt, zárja el az elzáró szelepeket, légtelenítsen.

2. Teljesen ürítse le a szűrőt.

3. Távolítsa el a fedőt, és adagolja be a szükséges vegyszert (pl. inhibitor).

4. Szerelje vissza a fedelet, állítsa vissza a helyes pozíciót, és töltse fel a rendszert.

5. Indítsa el a fűtést, légtelenítsen újra, majd ellenőrizze a rendszer tömítettségét.

Megjegyzés: Nehagyja állni a vegyszert hosszabb ideig a szűrőben – idővel károsíthatja az
alkatrészeket.

Hibaelhárítás

Figyelmeztetés – Mágneses tér

� A készülék erős mágneseket tartalmaz.

� Ne helyezze közel elektromos eszközökhöz, például pacemakerhez.

� Ne tárolja acél vagy mágnesesen érzékeny felületeken.

Nyomtatásból vagyelírásból eredőhibákértfelelősséget nemvállalunk. Azábrákés a
képektájékoztató jellegűek. Azimportőrfenntartja ajogota tartalommegváltoztatására.

Kizárólagos magyarországi forgalmazó, és garanciális kötelezettségeket ellátja:

Cégnév:BIOKOPRI Kft.
Székhely:HU-6500 Baja, Mártonszállási út 10.
Adószám:14727667-2-03

Elérhetőség: szerviz@biokopri.hu
Web: www.biokopri.hu

Hiba Lehetséges ok Megoldás

Víz szivárog
Tömítés hibás, alkatrészek
lazák

Ellenőrizze a tömítéseket, húzza meg az
anyákat

Gyenge
átfolyás

Szűrő vagy mágnes
eltömődö�

Tisztítsa meg a szűrőt és a mágnest



Magnetic Filter

Maximum Pressure 12 bar at 120℃

For Central Heating Systems
lsolation Valve

Instruction Manual

Please retain for future reference.



2 Years guarantee:

Important

Congratulations on your purchase of a Magnetic filter. We wantyou to continue getting the
best performance from it so this handbook includes informationon safety, handling and
care. Please retain this handbook in case you need to refer to anyof the information in the
future. Your magnetic filter comes with a 24-month guarantee, so
should it develop a fault within this period, you should, in the first instance contact the
retailer where the item was purchased.
This guarantee specifically excludes losses caused by:
-Misuse or abuse
-Modified or tampered
-Lack of routine maintenance or incorrect maintained
-Accidental damage
-Failure to follow the installation instruction

Information:

1. Installation should be carried out by a qualified professional or other fully competent
person.

2. Please check that all components are present. If there are any missing or damaged parts,
please contact your supplier immediately.



Component parts:

a magnetic bar
filter body drain-off valve

O ringcolor cap
rotating joint

O ring
Stainless steel filter

snap ring air-vent
shim

b filter body c cleaning cover
fed
ihj
mlk

rn isolation valve
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Installation Instructions:

Only a competent person such as a qualified heating engineer should install the device.

1. Locate a suitable site for the filter to allow access and servicing. Return pipe is
recommended, do not fit it between the boiler and the overflow on the open vented
systems.

2. Release and drain the heating system pressure.

3. Mark the pipe, using a suitable tool to cut out
the marked section and remove burrs.

4. Fit the isolating valves provided onto both inlet and
outlet pipes.

5. Introduce the diverter, ensuring the arrow direction
follows the heating system flow. Fit the diverter using
the provided flat washers, and tighten the inner nuts
fully. After that, tighten the outer compression nuts on
valves to ensure a watertight seal.

6. Fit the filter body to the diverter with enough strength,
and hand tightening the locking collar (Do not over
tighten). Filter body must be installed vertically.
This filter's magnetic bar is removeable.

7. Open the isolation valves and turn on heating system.

8. Vent as required by using the Top Air Bleed Valve.
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Annual Servicing Requirement:
To maintain optimum efficiency, annually cleaning is recommended.
1. Isolate the heating system and close both of the two isolating valves. Prepare a suitable

bucket to collect spillage.

2. Loosen the between diverter and filter body, rotate the filter body by 180° degrees.
Using a standard 1''thread nut spanner to unscrew and remove the filter cap.

3. Remove the magnet shield and wash using hot soapy water.

4. Remove the stainless steel strainer and clean by water.

5. Remove another 180°degree to drain off the inner dirty water to a bucket.

6. Replace both the magnet shield and stainless steel strainer after cleaning. Tighten the
filter cap by hand. Rotate the filter body back to the correct position with the air bleed
valve at the top. Fully tighten the diverter / filter body connection, slightly open the inlet
valve and the bleed valve until all air is removed. Close bleed valve then open fully both
inlet and outlet valve and check for any leaks.

7. Start the heating system.
WARNING: Please observe the safety instructions provided in this documents. This filter
contains a strong magnets. Care and attention should be taken at all times during
installation and servicing. Do not place the magnetic core on any ferrous surfaces or near
ferrous items.

Chemical dosing:
1. Isolate the boiler and close both isolating valves. Release air pressure by opening the

Top Air Bleed valve.

2. Drain the filter fully: rotate the filter through 180° degrees, remove the filter cap by
loosening the nut between diverter and filter body. Place bucket to collect the water and
undo the bleed valve. Once the water has been drained replace the bleed valve.

3. Dose chemicals through the open filter top once complete then hand tighten the filter
top.

4. Rotate the filter body back to the correct position with the air bleed valve at the top.
Tighten the diverter / filter body connection, slightly open the inlet valve and the bleed
valve until all air is removed. Close bleed valve then open fully both inlet and outlet
valve and check for any leaks.

5. Turn on heating system to flush, vent system is required.
Attention: Do not allow chemicals to remain static in the filter for long periods.
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Trouble shooting and problem solving:

Problem 1: Water is leaking from the filter

Solution: Turn off the system, close the isolating valves. Perform the following checks:
a. Check all seals for location and condition.
b. Check the isolating valve nuts to ensure they are fully tightened.
c. Check the converter locking collar is firmly tightened and not cross threaded.

Problem 2: Poor flow through filter

Solution: Clean the filter when reduced flow is noted.
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